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SPECIFICATIONS
Construction: Steel

Rollers: Poly

Distance Between 
Rollers: 10” - 24.5”

Max Tire Width: 13”

VEHICLE 
POS IT ION ING 
JACKS

AUXIL IARY
JACK STANDS

WHEEL SERVICE
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TC-350-HA ASSIST ARM TC-450s-HA ASSIST ARM

WB-350-TA / WB-450-ta
TRUCK CONE ADAPTERS

Model Rim Width
Max Tire 
Diameter

Max Wheel 
Weight Rim Diameter

WB-350 1.5”- 20” 39” 143 lb 10”- 24”

WB-400 1.5”- 20” 44” 143 lb 10”- 24”

WHEE L  B A L A N C ERS

Model Max Rim Width
Max Tire 
Diameter

Rim Diameter 
(Outside)

Rim Diameter 
(Inside)

TC-350 12” 37” 10”- 18” 12”- 21”

TC-450S 15” 49” 10”- 20” 12”- 23”

T i re  c ha n gers

A C C E S S O R I E S
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SJ - 3 5  SLIDING BRIDGE JACK
3,500 LB. CAPACITY

SDPL-7000-DT

DRIP TRAYS

SDPL-7000-JTJACK TRAY

SDPL-AR

ALUMINUM RAMPS

SDPL-CK

CASTER KIT

SPUJTTFSJF

SPECIFICATIONS
Lifting Height w/Adapters: 60”

Lowered Height: 5.5”

Overall Length: 102”

Platform Width: 40”

SPECIFICATIONS
Max Height: 49”

Min Height: 21”

Max Length: 260”

Min Length: 121”

SPECIFICATIONS
Lifting Height w/Adapters: 53.25”

Lowered Height: 5.5”

Overall Length: 82.75”

Platform Width: 39.5”

*Extended length arms available
HD2P-11000ACX

SDPL-7000

SDPL MODELS

Width: 81”

Max Length Between Support Arms: 238”

Min Length Between Support Arms: 99”HD2P-9000AF

R O T - A M P

R O T - U B A R O T - VA

R O T - L S AR O T - L K

7,000LB. 
Capacity Total Height 

Under Runway 
Clearance

Width & Length
Without Ramps

Width Between 
Columns

SDPL-7000 84”  65” 112.5” x 171” 99”

SDPL-7000XLT 94” 78” 112.5” x 191” 99”

4 - P o s t  a u t omo t i v e  l i f t s

Model Total Height Total Width Lifting Capacity
Width Between 

Columns

HD2P-9000AC 142” 134” 9,000lb 111”

HD2P-9000AF 111” 134” 9,000lb 111”

HD2P-10000AC-D 144.75” 145” 10,000lb 117.375”

HD2P-11000ACX 142”/ 146” 137.5” 11,000lb 110.75”

HD2P-12000F 122” 148” 12,000lb 120.25”

HD2P-15000C 182” 148” 15,000lb 120.75”

2 - p o s t  a u t omo t i v e  l i f t s

12,000LB. 
Capacity Total Height

Under Runway 
Clearance

Width & Length
Without Ramps

Width Between 
Columns

HD4P-12000 88” 63” 137” x 195.25” 118.5”

RJ-6K-HP Optional 6,000 lb Rolling Bridge Jack for HD4P-12000

MRL-6000

ROT-4500

SL-6600

I NCLUDE:

OPT IONAL :

OPT IONAL
ADAPTERS:



BULLDOG &
ACCESSORIES
*2014 & NEWER HARLEY-DAVIDSON TOURING 
& ALL CVO, FLH MODELS REQUIRE THE CUSTOM PROFILE CRADLE.

QUICK DETACH BASE

W C - 1 5 0 0 X - Q D B - B K

NARROW TIRE ADAPTER PADS

W C - 1 5 0 0 X - AP

ARM EXTENSIONS

W C - 1 5 0 0 X - A X

COLOR 
OPTIONS

Ja ck s 

MPJ-1500
MLJ-1000B

D O L L Y

MD-1250-XL

MLJ-1000B

MPJ-1500

MD-1250-XL

Shown: Custom Profile Cradle
WC-1500X-CP
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®

Shown with optional
motorcycle adapters.

Model Rim Width
Max Tire 
Diameter

Max Wheel 
Weight Rim Diameter

WB-350 1.5”- 20” 39” 143.3 lb 10”- 24”

WB-450 1.5”- 20” 47” 165.3 lb 10”- 30”

WHEE L  B A L A N C ERS

Model Max Rim Width
Max Tire 
Diameter

Rim Diameter 
(Outside)

Rim Diameter 
(Inside)

TC-350 12” 37” 10”- 18” 12”- 21”

*TC-450S 15” 49” 10”- 20” 12”- 23”

T i re  c ha n gers

*TC-450S-HA pneumatic assist arm available



INCLUDES 
SUPPORT POLES

LIF
TS

Model Power
Min-Max

Table Length
Min-Max

Width
Min-Max
Height

HDML-1500XLT Air/Hydraulic 80”- 102” 30”- 52” 7.75”- 42”

HDML-1500XLT-E Electric/Hydraulic 80”- 102” 30”- 52” 7.75”- 42”

1 , 5 0 0  L b .  C apa c i t y  l i f t s

Model Power
Min-Max

Table Length
Min-Max

Width
Min-Max
Height

LDML-1000L Air/Hydraulic 86.5” 26.75” 7”- 30”

SDML-1000D Air 87.5”-99” 24” 8”- 33”

SDML-1000D-XLT* Air 87.5”-99” 24” - 48” 8”- 33”

1 , 0 0 0  L b .  C apa c i t y  l i f t s

*Side Extensions Included
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